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Optional Probes

High Density series for ProSound 2 & ProSound 4

® The specifications are subject to change without notice.

® The probes are multifrequency in design. Selectable frequencies depend on the
ultrasound system and the display mode.

® The standard components and optional items depend on the country.

® Connectable probe depends on the ultrasound system.
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Electronic Convex Sector Probes

UST-9137

General abdomen,
OB/GYN (ExPHD)

UST-934N-3.5 UST-944B-3.5
General abdomen, Intercostal approach,

OB/GYN Abdomen/Heart

2-6 MHz
62 deg./50 mm

3-6 MHz Puncture adapter 3-6 MHz Puncture adapter
62 deg./60 mm P2 96 deg./20 mm MIRZ3KIE

UST-5551

UST-5512U-7.5

Peripheral Vessels (ExPHD)

4-13 MHz
40 mm

Small part,

Peripheral Vessels

5-10 MHz

43 mm

UST-5711-7.5
Small part (Breast,
thyroid gland)
5-10 MHz

57 mm

MP-2463

MP-2456

UST-9111-5 UST-974-5 UST-981-5

Small part, Small part, Endo-cavity,

neonatal head neonatal head transvaginal 3
3.75-7.5 MHz 3.75-7.5 MHz 3.75-7.5 MHz Puncture adapter
96 deg./14 mm 55 deg./20 mm 96 deg./14 mm P Ear

UST-945B-5

Endo-cavity,
transvaginal

3.75-7.5 MHz
55 deg/20 mm

UST-9145
Endo-cavity
& transvaginal
Puncture adapter 2-8 MHz Puncture adapter
MP-2445-SET MP-2794-G14 MP-2794-G19
136 deg/77 mmR MP-2794-G16 MP-2794-G20/21

MP-2794-G17 MP-2794-G22
MP-2794-G18

Explanatory notes:
UST-9114-3.5
Abdomen,OB/GYN “— Suggested application

2-6 MHz —— Probe frequency range

60 deg./60 mmR Scanning angle (degrees)/
radius of curvature
(mmRY), or scanning
width (mm)

Model number

NOTE: Scanning angle, width and selectable frequencies vary depending on the system,
operation mode and other conditions.

UST-586-5

Pediatric abdomen

3.75-7.5 MHz

72 mm Eémfoupler

UST-5820-5

UST-5561-7.5

Intraoperative

Intraoperative

3.75-7.5 MHz
72 mm

5-10 MHz
43 mm

UST-5871-5

Intraoperative

3.75-7.5 MHz
72 mm

UST-556T-7.5
Intraoperative

5-10 MHz
43 mm

UST-660-7.5
Endo-cavity, &
transrectal \

5-10 MHz Puncture adapter
43 mm MP-2366






